
Hose stem coupler

For hose ID
3/8" Hose Barb

Profile
Automotive Interchange

Technology
"One push" safety system

(avoids hose whip)

Operating pressure
29 to 232 psi

Flow rate at 100 psi
120 cfm (?P = 10 psi)

ID Passage
1/2" body size

Temperature
+5°F to +158°F

Construction
Stainless steel

Highlight
Anti-static Excellent

efficiency Harsh conditions

Description

Reference For hose ID

USI 111810 3/8" Hose Barb

USI 111813 1/2" Hose Barb

USI 111819 3/4" Hose Barb

CONNECTED TO INNOVATION

Prevost CORP - 74 Brookfield Oaks Drive, Ste. 3 - Greenville, SC 29607
Tel: +1 (800) 845-7220 - Email: sales.corp@prevostusa.com - www.prevostusa.com



Dimensions

Reference A inch B inch C inch

USI 111810 0.44783464566929 0.12139107611549 0.032808398950131

USI 111813 0.39501312335958 0.12139107611549 0.041010498687664

USI 111819 0.52985564304462 0.12139107611549 0.060695538057743

CONNECTED TO INNOVATION

Prevost CORP - 74 Brookfield Oaks Drive, Ste. 3 - Greenville, SC 29607
Tel: +1 (800) 845-7220 - Email: sales.corp@prevostusa.com - www.prevostusa.com


